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SPIKE LIGHT



Technical data

 

Input Voltage 

Model Wattage Voltage LumenSize Color ControlBeam Angle

HD-K01P05WX 5W 220V / 24V 480 lmD55*90mm

D55*90mm

D55*108mm

D55*138mm

D55*138mm

Single Color On/Off15°/30°/45°

HD-K01P07WX 7W 220V / 24V 670 lm Single Color On/Off15°/30°/45°

HD-K01P12WX 12W 220V / 24V 1150 lm Single Color On/Off15°/30°/45°

HD-K01P16WX 16W 220V / 24V 1540 lm Single Color On/Off15°/30°/45°

HD-K01P20R3 20W 24V - RGB DMX15°/30°/45°

220V / 24V 
Beam Angle 15° / 30° /  45 °
Color RGB / RGBW/ Single Color
Control Type DMX512 / Switch/ Dali
Size D55*108mm

IP Rating IP65
Material High corrosion resistance die-cast copper-free aluminum

body  
Coating Polyester powder coating with phosphocromating 

pre-finish 
Light Source LED
Screws Stainless steel
Gasket Silicone rubber
Cover Tempered glass
Spike Polycarbonate ( PC) 
Power Cable 1m power cable included
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Technical data

 

Input Voltage 

Model Wattage Voltage LumenSize Color ControlBeam Angle

HD-K03P12WX 12W 220V / 24V 1100 lmD55*90mm

D55*117mm

Single Color On/Off15°/25°/40°

15°/25°/40°HD-K03P16WX 16W 220V / 24V

D55*117mm15°/25°/40°HD-K03P16WX 16W

1450 lm Single Color On/Off

24V - RGB DMX

220V / 24V 
Beam Angle 15° / 25° /  40 °
Color RGB / RGBW/ Single Color
Control Type DMX512 / Switch/ Dali
Size D55*90mm

IP Rating IP65
Material High corrosion resistance die-cast copper-free aluminum

body  
Coating Polyester powder coating with phosphocromating 

pre-finish 
Light Source LED
Screws Stainless steel
Gasket Silicone rubber
Cover Tempered glass
Spike Polycarbonate ( PC) 
Power Cable 1m power cable included
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Technical data

Product Features

Input Voltage 220V / 12V 

Lamp Base GU10

Size D55*90mm | D55*145mm

IP Rating IP65

Material Corrosion ressitance die cast aluminum

Coating

Gasket Silicone rubber

Polyester powder coating with phosphocromating
pre-finish

Glass Toughened safety glass

Spike Polycarbonate ( PC) 

Power Cable 1m power cable included
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Decorative GU10 garden spike with fully adjustable
head
Die-cast aluminium housing
Suitable for accent garden lighting
Supplied pre-wired with 1 metre of cable



Technical data

 

Input Voltage DC24V 
Beam Angle 10°/15*45°/90°/ 10*30°/20*45°/15*65°/15*45°
Color RGB / RGBW/ Single Color
Control Type DMX512 / Switch/ Dali
Size 52*185mm

IP Rating IP66
Material High corrosion resistance die-cast copper-free aluminum

body  
Coating Polyester powder coating with phosphocromating 

pre-finish 
Light Source LED
Screws Stainless steel
Gasket Silicone rubber
Cover Tempered glass
Spike Polycarbonate ( PC) 
Power Cable 1m power cable included
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Model Wattage Voltage Chip Qty Color ControlBeam Angle

HD-KP2036WX 6*1W 6 Single Color On/Off
10°/15*45°/90°/

10*30°/20*45°/15*65°/15*45°

HD-KP2024WX 6*2W 6 Single Color On/Off
10°/15*45°/90°/

10*30°/20*45°/15*65°/15*45°

HD-KP2045WX 6*3W DC24

DC24

DC24

6 Single Color On/Off
10°/15*45°/90°/

10*30°/20*45°/15*65°/15*45°

30°/60°/80°/15*45°HD-KP2024R3 6*3W(3in1) DC24 6 RGB DMX





Technical data

Input Voltage 
Solid PC20cm

Gold Plated Aluminum

ABS Plastic

24V (A separate 24V power supply is required)

Beam Angle 360°

Color Mono Color | RGB | RGBW

Control Type On/Off | Dali | DMX512 

Height 650mm | 800mm | 1100mm | 1400mm

IP Rating IP65

Material SS201 , Acrylic, Aluminum, ABS Plastic. 

Coating Polyester powder coating with phosphoc-
romating pre-finish.

Light Source LED (1 W)

Spike ABS Plastic ground spike is included. 

Power Cable 1m power cable included
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Technical data

Input Voltage 

Beam Angle 360°

Color 

Control Type

Height 650mm | 800mm | 1100mm | 1400mm

IP Rating IP65

Material SS201 , Acrylic, Aluminum, ABS Plastic. 

Coating Polyester powder coating with phosphoc-
romating pre-finish.

Light Source LED (0.5 W)

Spike ABS Plastic ground spike is included. 

6-8 Hrs of direct sunlightCharging Time

8-10 Hrs at full powerWorking Hours

2V/80mAh Polysilicon Solar Panel

2700K | 3000K | 4000K | 6000K

Automatic On/Off



BOLLARD LIGHT
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7 WATT

HD-G02307

700lm
220V / 24V
120°
Aluminum Body  

7 WATT

HD-G02807

700lm
220V / 24V

120°
Aluminum Body  
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7 WATT
700lm

220V / 24V
120°

Aluminum Body  

7 WATT
700lm
220V / 24V
120°
Aluminum Body  

HD-G06812

HD-G06312



INGROUND LIGHT
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Technical data

Wattage

 

 IP67

15 WATT

HD-I04015WX | Inground Light  |15W 

Lumen 1500lm

Input Voltage 220V / 24V

Beam Angle 9°/25° / 30° / 45°

Color RGB / RGBW/ Single Color

Control Type DMX512 / Switch/ Dali

Size ø130*95mm 

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK 8

Technical data

Wattage

 

 IP67

18 WATT

HD-I12012WX | Inground Light  | 18W 

Lumen 1800lm

Input Voltage 220V / 24V

Beam Angle 9°/25° / 30° / 45°

Color RGB / RGBW/ Single Color

Control Type DMX512 / Switch/ Dali

Size ø 130*140mm 

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK 8

Technical data

Wattage

 

 IP67

4 WATT

HD-I03004WX | Inground Light  | 4W 

Lumen 400lm

Input Voltage 220V / 24V

Beam Angle 25° / 30° / 45°

Color RGB / RGBW/ Single Color

Control Type DMX512 / Switch/ Dali

Size ø100*100mm 

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK 8
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Technical data

Wattage

 

 IP67

27 WATT

HD-ADM2023-27 | Inground Light  | 27W 

Lumen 2700lm

Input Voltage 220V / 24V

Beam Angle 9°/25° / 30° / 45°

Color RGB / RGBW/ Single Color

Control Type DMX512 / Switch/ Dali

Size ø200*230mm 

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK 8

Technical data

Wattage

 

 IP67

18*2 WATT

HD-I08036WX | Inground Light  | 18*2W 

Lumen 3600 lm

Input Voltage 220V / 24V

Beam Angle 9°/25° / 30° / 45°

Color RGB / RGBW/ Single Color

Control Type DMX512 / Switch/ Dali

Size ø 230*135mm 

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

Technical data

Wattage

 

 IP67

30 WATT

HD-I11030WX | Inground Light  | 30W 

Lumen 3000lm

Input Voltage 220V / 24V

Beam Angle 25° / 30° / 45°

Color Single Color

Control Type Switch/ Dali

Size ø210*270mm 

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK 8

IK Rating IK 8
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Technical data

Wattage

 

 IP67

10 WATT

HD-I11010WX | Inground Light  |10W 

Lumen 1000lm

Input Voltage 220V / 24V

Beam Angle 25° / 30° / 45°

Color Single Color

Control Type Switch/ Dali

Size ø100*143mm 

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK 8

Technical data

Wattage

 

 IP67

3 WATT

HD-I01003WX  | Inground Light  | 3W 

Lumen 300lm

Input Voltage 220V / 24V

Beam Angle 25° / 30° / 45°

Color Single Color

Control Type Switch/ Dali

Size ø 65*150mm

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK 8

Technical data

Wattage

 

 IP67

48 WATT

HD-I35048WX| Inground Light  | 48W 

Lumen 4800lm

Input Voltage 220V / 24V

Beam Angle 9°/25° / 30° / 45°

Color RGB / RGBW/ Single Color

Control Type DMX512 / Switch/ Dali

Size L1000*W150*H70mm

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK 8 
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Technical data

Wattage

 

 IP67

17 WATT

HD-I30017WX |Linear Inground Light  |17W 

Lumen 1200lm

Input Voltage 24V

Beam Angle 120°

Color Single Color

Control Type Switch/ Dali

Size L1000*W30*H67mm

IP Rating IP67

Material Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered Frosted glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating IK  7

Technical data

Wattage

 

 IP67

6 WATT

HD-I32006WX | Linear Inground Light  | 6W 

Lumen 600lm

Input Voltage 220V / 24V

Beam Angle 9°/25° / 30° / 45°

Color RGB / RGBW/ Single Color

Control Type DMX512/ Switch/ Dali

Size 63*80*328mm

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating Ik 8

Technical data

Wattage

 

 IP67

3WATT

HD-I31003WX | Linear Inground Light  | 3W 

Lumen 300lm

Input Voltage 220V / 24V

Beam Angle 9°/25° / 30° / 45°

Color RGB / RGBW/ Single Color

Control Type DMX512 / Switch/ Dali

Size 63*80*328mm

IP Rating IP67

Material 304/316 Stainless Steel Top  & Aluminum Body  
Coating Polyester powder coating with phosphocromating 

pre-finish 

Light Source LED

Screws Stainless steel

Gasket Silicone rubber

Cover 8mm Tempered glass

Cable Gland Double nickel-plated brass cable gland PG11

IK Rating Ik 8
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